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Carbo Ratchets

 
Part
No.

Sheave 
Ø

 
Length

Weight 
w/shackle

Max line 
Ø

Shackle pin 
Ø

Maximum 
working load

Breaking 
load

Description in mm in mm oz g in mm in mm lb kg lb kg
40 mm

2612 Triple/swivel/423 Carbo-Cam®* 19/16 40 311/16 94 8.5 242 3/16 5 1/4 6 750 340 1500 680
2613 Triple/swivel/423 Carbo-Cam®/becket* 19/16 40 45/16 110 8.6 245 3/16 5 1/4 6 900 408 1800 816
2619 Triple/423 Carbo-Cam®/29 mm block/becket* 19/16 40 43/4 121 9.5 269 3/16 5 1/4 6 900 408 1800 816

57 mm
2140 Triple/swivel/150 Cam-Matic®* 21/4 57 41/16 103 15.4 435 3/8 10 1/4 6 1500 680 3750 1700
2141 Triple/swivel/150 Cam-Matic®/becket* 21/4 57 415/16 125 15.7 445 3/8 10 1/4 6 1800 816 4500 2041

75 mm
Actual Size

57 mm
Actual Size

*Maximum working loads and breaking loads for blocks based on cam strengths

40 mm
Actual Size

carbo  
ratchetsQ&A

I sail with my son on a  
Rhodes 19 and he has  
trouble trimming the 
mainsheet when the wind 
picks up. Any suggestions?

A Carbo ratchet block would 
increase the mainsheet load your 
son could handle by as much as 
15:1. For example, a Harken ratchet 
could stop an unanticipated gust 
from yanking the line through his 
hands, allowing him to release  
and then retrim the sheet under 
complete control. 


















































































































































































































































